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SITE PLAN GENERAL NOTES

Al wiring shall be n compliance with the latest NEC edition: All multi-wire branch
cireuits (120 single phase circuits) identified in the panal schedules criginating
fram single pole breaker shall be installed with a dedicated neutral canductor for

wach phase The neutral shall have a tracer strige (the
stripe color shall match the color of the phase conducter)
Refer to the electrical ifications for [ . material and

installation requirements. Al electrical work shall be instaled in accordance Lo
the mast cumrent local codes and the latest edition of the NEC.

Al Underground Electrical Feeder and Branch Circuits shall be installed a
minimum of 30 inches below grade with Buned Electrical Warning Tape installed
directly above tetween 6 and 12 inches below grade  All underground condul
shall be FVC. All elbow and nsers, to four feet abave grade, shall be rigid stesl
conduit, PVC eoated where installed below grade. Centractar shall provide pull
bees as required lo minimize the number of bends to meet coda.

ALL EN l Device shall be d wilh the Civil Engineer prior
1o raugh-in 1o detarmine typical installation requirements/iocatans in relation to
the site landscape and civil elements. Localions should be coordnated with
sidewalks and paving.

Underground canduit is indicated with dashed circuitry

Al new circuits shall have grounding conductors in all feeders and branch

circuits.

For all weatherproof receptacle covers provide cast aluminum, while-in-use
weatherproof type covers, Hubbell-\WP series.

Al exterior receptaches shall be GF| protected devices and have weatherprool
covers as noted above
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LIGHTING DRIVERS/TRANSFORMERS,
RATED FOR LED/UNDERWATER LIGHTING

OUNT AT #36" AFG ON BACKSIDE OF WALL
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ALL FOUNTAIN LIGHTING SHALL BE INSTALLED PER NEC ARTICLE 680.
ALL PENERATIONS THRU FOUNTAIN FOUNDATION AND WATER PROOF
MEMBRANE SHALL BE PROPERLY SEALED AND MADE WATER TIGHT.
SEE DETAIL ON EL4 FOR MORE INFORMATION. FOUNTAIN SHALL NOT
BE INTENDED FOR SWIMMING OR WADING.
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P-9 (2#12 +#12G) 1"C

P-2,4 (4#10 +#10G) 1"C VIA CONTACTOR, TIME
CLOCK, PHOTOCELL

P-1,6,8 (6#10 +#10G) 1"C VIA CONTACTORS,
TIME CLOGK, PHOTOCELL
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